Intelligent measuring systems are forming the basis of a new energy network in Germany. Secure networking and intelligent controlling of decentralised producers and consumers is becoming possible for the first time.

The communicative integration of intelligent measuring systems is thus moving into the focus of the operators of measuring points and networks.

Five reasons for broadband Powerline in the intelligent measuring system

**Background:**
A wide variety of intelligent measuring systems (iMsys) must be connected communicatively. There is a choice between various types of communication.

**Challenge:**
The availability, cost and accessibility of the metering point are the decisive factors when selecting the WAN communication type in the respective network area.

**Solution:**
Broadband Powerline (BPL) lends itself well as a last mile technology that is scalable to any extent. Particularly if a high density of iMsys is rolled out.
The wide area network (WAN) connects the intelligent measuring systems with the smart meter gateway administrators and the external market participants. In future, this communication is to be arranged in a star configuration. Robust communication infrastructure forms the foundation both for the operation of the measuring systems and for value-added services built on top of them. All the more important is the selection of the right form of communication.

Powerline performance for the roll-out

Aachen, Germany-based devolo AG has been focused on data communication over the electrical wiring (Powerline communication or PLC) since the company’s founding in 2002. The global Powerline world market leader’s developer team is intensively researching transmission technologies, possibilities for optimisation and sources of interference. As a result, broadband Powerline has been proven itself in practice for the IPv6-based WAN communication of the intelligent measuring system. Here are five reasons supporting this statement:

1. **AVAILABILITY AND SELF-SUFFICIENCY**
   One central advantage of Powerline in comparison to wireless technologies is its 100% availability at any measuring point. Intelligent measuring systems installed in the basement are always reliably accessible. Building penetration using GPRS, GSM or LTE is significantly lower. Data transmission over Powerline is self-sufficient and not influenced by the performance of other networks such as LTE or GPRS.

2. **LOW COSTS**
   Compared to wireless or comprehensive glass fibre networks, Powerline communication is substantially more cost-effective because it makes use of the existing infrastructure of the electricity distributing mains supply.
3. HIGH DATA RATE AND REAL-TIME CAPABILITY
At a data rate of 20 Mbps (net) suitable for project planning and a typical response time of 60 ms, broadband Powerline is ideally suited for smart metering and value-added services—especially for time-critical grid-conducive applications.

4. HIGH FREQUENCY UTILISATION
devolo embraces the international ITU-T G.9960 (G.hn) standard. This standard accounts for the difficult requirements for access BPL and optimally utilises the frequency band between 2 and 25 MHz.

5. ROBUST CONNECTIVITY
Compared to other BPL variants, G.hn ensures a significantly more stable PLC network. Significantly improved connectivity compared to existing BPL solutions is also achieved by using multiphase coupling. Multiphase coupling uses all three phases (L1, L2, L3) and the neutral conductor (N or PEN) for data communication. Two data transmission paths (L1/N and L2/L3) ensure that the data packets find the quickest way to their destination. If interference signals and attenuations decelerate a path or prevent a transmission, the data communication is maintained through the second channel.

Multiphase coupling makes use of two channels for data communication, significantly improving the robustness and performance of the connection between BPL devices.

The mix is the essence
WAN communication for intelligent measuring system is not an either/or decision. Both wireless and Powerline-based solutions are required and will be used depending on the roll-out scenario and network topology. This is why devolo offers the SMGWplus with three different WAN variants: LTE, Ethernet and broadband Powerline.

---

In cooperation with

Green technology for tomorrow

---

We'd be happy to serve as your consultant.
Contact us.

devolo AG
Charlottenburger Allee 67 · D-52068 Aachen, Germany
Phone: +49 241 18 279-150
E-mail: smart@devolo.de
www.devolo.com/smart